
POWER SUPPLY UP TO 1000 V

HAKEL Ltd.
Bri Stefanu 980
500 03  Hradec Kralove
Czech Republic
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INSTALLATION INSTRUCTIONS

Safety instructions

Sicherheitshinweise

Consignes de securité

Instrukcja bezpieczeństwa
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AC: 250 V/ 0,5 A

DC: 250 V/ 0,1 A
       125 V/ 0,2 A
         75 V/ 0,5 A

Phone: +420 494 942 300
Fax: +420 494 942 303
info@hakel.cz
www.hakel.com
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PIIIM PV 200 DS/2
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RECOMMENDED CONNECTION

TEST

CENTRAL POINT: FOR MEASURING
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NOTE: For the PV inverters, acceptable overvoltage is linked to maximum open circuit voltage and to technological choice 
of the manufacturer. If no other information is given, the overvoltage withstanding can be estimated to 5x U .0CSTC
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U  @ 1mA = 108 ÷ 132 VDCV
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Type PIIIM PV 200/2 PIIIM PV 200 DS/2 Vseries

Max. continuous operating voltage (L+,L-) 200 V DC

Max. continuous operating voltage (L,PE) 100 V DC

Open circuit voltage of PV generator  (L+,L-) UOCSTC UOCSTC < UCPV/1,2 = 167 V

Short circuit withstand ISCWPV 25 A

Max. discharge current (8/20) Imax 40 kA

Nominal discharge current (8/20) In 15 kA

Application L+/L-, L+/PE, L-/PE

Voltage protection level at In (L+/L-) < 800 V

Voltage protection level at In (L+/PE) < 400 V

Response time tA < 25 ns

Weight m 180 g

Lifetime min.100 000 h

Article number

PIIIM PV 200/2 27 063

PIIIM PV 200 DS/2 27 064

PIIIM PV-200/2/M

Varistor spare module 27 065

UCPV

UP 



The device may only be connected and 
installed by an electrically skilled staff. 
National standards and safety regulations 
must be abided The device must be  
checked for external damage prior to 
installation. If any damage or other  defects 
are found, the device must not be 
installed.Its use is only permitted within the 
l imits stated in these installation 
instructions. If the device is overloaded 
above the given values, it can be destroyed 
a n d  a l s o  o t h e r  e q u i p m e n t  
connected to the device can be damaged. 
Opening or otherwise tampering with the 
device invalidates the warranty.

Меры безопасности

Подключение и установка устройства 
м о ж е т  п р о и з в о д и т ь с я  т о л ь к о  
персоналом, допущенным к работе с 
электроустановками. При этом должны 
с о б л ю д а т ь с я  п р а в и л а  т е х н и к и  
безопасности и требования стандартов и 
других нормативных документов Перед 
установкой необходимо проверить имеет 
ли устройство внешние повреждения. При 
наличии таких повреждений установка 
у с т р о й с т в а  н е  д о п у с к а е т с я .  
Эксплуатация устройства допускается 
только в  пределах электрических 
п а р а м е т р о в  и  х а р а к т е р и с т и к  
о к р у ж а ю щ е й  с р е д ы ,  у к а з а н н ы х  в  
паспортных данных на данный тип 
устройств. Эксплуатация устройства 
при других электрических параметрах и 
характеристиках окружающей среды 
может привести к его повреждению или к 
повреждению другого связанного с ним 
оборудования .  При  самовольном 
вскрытии корпуса устройства,  или ином 
вмешательстве в его нормальную 
работу аннулируются гарантийные 
о б я з а т е л ь с т в а  п р о и з в о д и т е л я  
устройства.


